With the widespread development and use of electronics and telecommunication devices, electromagnetic radiation has emerged as a new pollution. In this study, we fabricated flexible multifunctional nanocomposites by incorporating graphene nanoplatelets into a soft thermoplastic matrix and investigated its performance in attenuating electromagnetic radiation over frequency ranges of C (5.85-8.2 GHz), X (8.2-12.4 GHz), and Ku bands (12.4-18 GHz). Effects of nanofiller loading, sample thickness, and radiation frequency on the nanocomposites shielding effectiveness (SE) were investigated via experimental measurements and simulation. The highest rate of increase in SE was observed near percolation threshold of graphene. Comparison of reflectivity and absorptivity revealed that reflection played a major role in nanocomposites shielding potential for all frequencies while the low absorptivity was due to high power reflection at nanocomposite surface and thin thickness. Subsequently, effective absorbance calculations revealed the great potential of nanocomposites for absorbing microwaves, reaching more than 80%. Simulations confirmed the observed nanocomposites SE behaviours versus frequency. Depending on thickness, different frequency dependency behaviours were observed; for thin samples, SE remained unchanged, while for thicker samples it exhibited either increasing or decreasing trends with increasing frequency. At any fixed frequency, increasing the thickness resulted in sine-wave periodic changes in SE with a general increasing trend.
Introduction
In 1940, it was established theoretically that graphene is the building block of graphite [1] , but it was not until 2004 that single layers of graphene were experimentally prepared in a laboratory [2] . As one of the thinnest materials in the universe [3] , this new member of carbon allotropes has created tremendous excitement in materials research. Its exceptional properties include high thermal conductivity, superior mechanical properties and excellent electronic transport properties [4] [5] [6] [7] [8] , providing the potential for graphene to be a promising material for a wide range of applications [9] . As examples, graphene could be used in new generations of high-speed and radio-frequency logic devices, electronic circuits, sensors, transparent and flexible electrodes for displays and solar cells, ultra-thin carbon films, and photodynamic and photothermal therapy [10] [11] [12] [13] [14] .
One of the most significant areas in which graphene nanoplatelets have shown promising results is in reinforcing polymers to produce multi-functional nanocomposites with tunable mixing speed of 60 rpm and a mixing time of 10 min. The polymer pellets and the nanoplatelets were dried at 60 °C and 80 °C, respectively, overnight in convection ovens prior to melt-mixing. Even though PABT has a relatively high thermal stability [50] , the pre-drying was carried out as a precaution to remove moisture and prevent possible degradation of the polymer during the mixing. The prepared nanocomposites were then moulded using a hot press at a temperature of 140 °C with a force of 80 kN for 5 min. The mixing ratios of GNPs in PBAT were 0, 3, 6, 9, 12, and 15 wt %, and nanocomposites with GNP volume contents of 0, 1.7, 3.5, 5.3, 7.2, and 9.1 vol. % were obtained. 
Characterisation
Pure PBAT and PBAT/GNP nanocomposites were snapped after exposure to liquid nitrogen. Surface morphology of the fractured samples was studied via scanning electron microscopy (Quanta 200 SEM, Field Electron and Ion Company, Hillsboro, OR, USA). Accelerated voltages of 5 kV and 30 kV were used for the polymeric and GNPs samples, respectively. DC conductivity measurements were carried out by using a HP 34420A nano-volt meter (Keysight Technologies, Santa Rosa, CA, USA) and a Keysight B2985A high resistance meter (Keysight Technologies, Santa Rosa, CA, USA). Both meters were used for the measurements in order to cover resistance values ranging from TΩ for samples with very low conductivity to kΩ for samples with higher conductivity. Dynamic rheology of the PBAT/GNP nanocomposites was assessed using a strain-controlled Advanced Rheometrics Expansion System (ARES) rheometer (Rheometric Scientific, Piscataway, NJ, USA) with a force transducer of torque range of 0.2-200 g·cm and parallel-plate fixture of 25 mm diameter (Figure 1b ). Measurements were performed at 140 °C. Frequency (ω) sweeps were conducted over the range of 10 −2 -100 rad/s within the linear viscoelastic region of each sample (determined from strain sweeps).
For EMI shielding measurement, a Wiltron vector network analyser (VNA) model 37269A was used to measure the scattering (S-) parameters of PBAT and PBAT/GNP nanocomposites over three frequency ranges of C-, X-, and Ku-bands, covering frequencies of 5.85-8.2 GHz, 8.2-12.4 GHz, and 12.4-18 GHz, respectively. Figure 2 shows the VNA with a WR-137 (C-band) waveguide and the Cband sample holder with a nanocomposite sample inside. Samples with thicknesses of 1, 1.5, and 2.8 mm were prepared for EMI shielding measurements using the compression moulding as explained in Section 2.1. Figure 1b demonstrates a sample prepared for C-band measurements. Once the EMI shielding performance of samples were measured for C-band, samples were cut into dimensions of 22.86 × 10.16 mm 2 to fit the X-band sample holder for the WR-90 waveguide, and then into dimensions of 15.8 × 7.8 mm 2 to fit the Ku-band sample holder for the WR-62 waveguide. 
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For EMI shielding measurement, a Wiltron vector network analyser (VNA) model 37269A was used to measure the scattering (S-) parameters of PBAT and PBAT/GNP nanocomposites over three frequency ranges of C-, X-, and Ku-bands, covering frequencies of 5.85-8.2 GHz, 8.2-12.4 GHz, and 12.4-18 GHz, respectively. Figure 2 shows the VNA with a WR-137 (C-band) waveguide and the C-band sample holder with a nanocomposite sample inside. Samples with thicknesses of 1, 1.5, and 2.8 mm were prepared for EMI shielding measurements using the compression moulding as explained in Section 2.1. Figure 1b demonstrates a sample prepared for C-band measurements. Once the EMI shielding performance of samples were measured for C-band, samples were cut into dimensions of 22.86 × 10.16 mm 2 to fit the X-band sample holder for the WR-90 waveguide, and then into dimensions of 15.8 × 7.8 mm 2 to fit the Ku-band sample holder for the WR-62 waveguide. 
Results and Discussion

Morphology, Conductivity and Rheology
Morphology of the PBAT/GNP nanocomposites and the state of GNP dispersion in the PBAT matrix were investigated via scanning electron microscopy. A high-magnification SEM image of the graphene nanoplatelets is depicted in Figure 3a , revealing flake-like shapes as well as a laminar structure for the platelets. Furthermore, the platelets are found to have a relatively smooth surface without cracks. Figure 3b shows the fractured surface of virgin PBAT formed after immersion in liquid nitrogen and then snapping the sample into two pieces. The surface morphology of PBAT nanocomposite with 3 wt % of GNPs is shown in Figure 3c , where the platelets appear as a brighter grey compared to the matrix, due to their higher conductivity. The brighter grey areas seen in Figure  3b for the PBAT sample with no GNPs, indicated by the red arrows, are sections with sharper edges compared to the smoother areas. The platelets in Figure 3c have a void surrounding, which is the GNP-matrix interphase, differentiating the platelets (light grey) from the sharp edges of the matrix. Morphology of PBAT/GNP nanocomposites and dispersion state of the nanoplatelets in the polymeric matrix have been studied in more detail in a report on the rheological behaviour of these nanocomposites [53] .
Incorporation of highly conductive nanoparticles such as GNPs in an insulating matrix like PBAT produces a hybrid material with tunable electrical conductivity, with the conductivity being dependent on the volume percent of the dispersed phase and the quality of dispersion. Figure 4a shows the effect of GNP loading on the DC electrical conductivity of PBAT. As can be seen, unmodified PBAT has a very low conductivity of about 10 −11 S/m, and low concentrations of GNPs do not improve the conductivity of the system appreciably. This is due an encapsulation effect of the nanoplatelets by the matrix, preventing the formation of conductive pathways for the electrons within the system. However, when the concentration is raised above 6 wt % (3.5 vol. %) a sudden increase in the conductivity of PBAT/GNP nanocomposites is observed. This can be attributed to the formation of an interconnected structure of GNPs within the matrix, that is to say, the percolation threshold, acting as electric charge carriers. Equation (1) describes the conductivity of a binary system with conductive filler loading of , which is above its electrical percolation threshold [39, [54] [55] [56] . In this equation, σ and α are the DC conductivity and the equation constant, respectively. The inset of Figure 4a illustrates the log σ − log (ρ − ρc) plot for PBAT nanocomposites with GNP loadings of 9-15 wt %. With ρc of 7.5 wt %, α and t are calculated to be 1.113 × 10 −10 S/m and 5.897, respectively. 
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Incorporation of highly conductive nanoparticles such as GNPs in an insulating matrix like PBAT produces a hybrid material with tunable electrical conductivity, with the conductivity being dependent on the volume percent of the dispersed phase and the quality of dispersion. Figure 4a shows the effect of GNP loading on the DC electrical conductivity of PBAT. As can be seen, unmodified PBAT has a very low conductivity of about 10 −11 S/m, and low concentrations of GNPs do not improve the conductivity of the system appreciably. This is due an encapsulation effect of the nanoplatelets by the matrix, preventing the formation of conductive pathways for the electrons within the system. However, when the concentration is raised above 6 wt % (3.5 vol %) a sudden increase in the conductivity of PBAT/GNP nanocomposites is observed. This can be attributed to the formation of an interconnected structure of GNPs within the matrix, that is to say, the percolation threshold, acting as electric charge carriers. Equation (1) describes the conductivity of a binary system with conductive filler loading of ρ, which is above its electrical percolation threshold ρ c [39, [54] [55] [56] . In this equation, σ and α are the DC conductivity and the equation constant, respectively. The inset of Figure 4a illustrates the log σ − log (ρ − ρ c ) plot for PBAT nanocomposites with GNP loadings of 9-15 wt %. With ρ c of 7.5 wt %, α and t are calculated to be 1.113 × 10 −10 S/m and 5.897, respectively. The percolation threshold for a filled polymer is the filler loading at which the filler particles establish physical contact with one another and form a true network within the matrix [57] . This threshold is usually determined via rheological and conductivity measurements for fillers that are electrically conductive, as it is marked by a sudden change in these properties. As an example, Figure  4a shows such an increase in the DC conductivity of PBAT/GNP nanocomposites in the 6-9 wt % range, indicative of reaching the GNP percolation threshold. Figure 4b shows the changes in the slope of storage modulus obtained from rheological frequency sweeps of the PBAT/GNP nanocomposites at 140 °C. The change in this slope is indicative of the transition in rheological behaviour of the nanocomposites from liquid-like to solid-like, which is due to the presence of the nanoplatelets in the matrix. Rheological properties of PBAT/GNP nanocomposites have been comprehensively reported in previous studies [53, 58, 59 ]. Figure 5 depicts the EMI shielding effectiveness (SE) profiles of 1 mm thick PBAT/GNP nanocomposites over the frequency ranges of 5.85-8.2 GHz, 8.2-12.4 GHz, and 12.4-18 GHz. It is worth mentioning here that since WR137, WR90, and WR62 waveguides were used for C-, X-, and Ku-bands, respectively, the SE of the nanocomposites for these three frequency ranges are demonstrated in different graphs. The EMI shielding performance of a material is closely associated with the intrinsic electromagnetic properties of that material and is also dependent on other factors such as the frequency of the radiation, thickness of the material, and temperature [49, 60, 61] . Measured in decibels (dB), shielding effectiveness (SE) is a material's ability to attenuate electromagnetic radiations and is the logarithmic ratio of the incident power (PI) to the transmitted power (PT) according to Equation (2) . The EMI SE is the combined result of the reflection relative to the surface of the shielding material, the EM energy absorbed within the material, and the multiple scattering of EM radiation inside the material [62] [63] [64] . Therefore, total shielding effectiveness (SET) of the shielding material can be described by the summation of the shielding effectiveness due to reflection (SER), absorption (SEA) and multiple reflections (SEM) [9] . Powers reflected and transmitted can be determined from the S-parameters measured by the vector network analyser as a ratio of the incident power [65] , as shown in Equations (3)-(5). The S-parameters, S11 and S21, are detected by ports 1 and 2 of the vector network analyser, respectively (Figure 2a ). SE t = SE R + SE A + SE M = −10 log ( P I P T ⁄ ) = 10 log 10 1 |S 21 | 2 (2) Transmissivity: The percolation threshold for a filled polymer is the filler loading at which the filler particles establish physical contact with one another and form a true network within the matrix [57] . This threshold is usually determined via rheological and conductivity measurements for fillers that are electrically conductive, as it is marked by a sudden change in these properties. As an example, Figure 4a shows such an increase in the DC conductivity of PBAT/GNP nanocomposites in the 6-9 wt % range, indicative of reaching the GNP percolation threshold. Figure 4b shows the changes in the slope of storage modulus obtained from rheological frequency sweeps of the PBAT/GNP nanocomposites at 140 • C. The change in this slope is indicative of the transition in rheological behaviour of the nanocomposites from liquid-like to solid-like, which is due to the presence of the nanoplatelets in the matrix. Rheological properties of PBAT/GNP nanocomposites have been comprehensively reported in previous studies [53, 58, 59 ]. Figure 5 depicts the EMI shielding effectiveness (SE) profiles of 1 mm thick PBAT/GNP nanocomposites over the frequency ranges of 5.85-8.2 GHz, 8.2-12.4 GHz, and 12.4-18 GHz. It is worth mentioning here that since WR137, WR90, and WR62 waveguides were used for C-, X-, and Ku-bands, respectively, the SE of the nanocomposites for these three frequency ranges are demonstrated in different graphs. The EMI shielding performance of a material is closely associated with the intrinsic electromagnetic properties of that material and is also dependent on other factors such as the frequency of the radiation, thickness of the material, and temperature [49, 60, 61] . Measured in decibels (dB), shielding effectiveness (SE) is a material's ability to attenuate electromagnetic radiations and is the logarithmic ratio of the incident power (P I ) to the transmitted power (P T ) according to Equation (2) . The EMI SE is the combined result of the reflection relative to the surface of the shielding material, the EM energy absorbed within the material, and the multiple scattering of EM radiation inside the material [62] [63] [64] . Therefore, total shielding effectiveness (SE T ) of the shielding material can be described by the summation of the shielding effectiveness due to reflection (SE R ), absorption (SE A ) and multiple reflections (SE M ) [9] . Powers reflected and transmitted can be determined from the S-parameters measured by the vector network analyser as a ratio of the incident power [65] , as shown in Equations (3)-(5). The S-parameters, S 11 and S 21 , are detected by ports 1 and 2 of the vector network analyser, respectively (Figure 2a ). SE t = SE R + SE A + SE M = −10 log P I P T = 10 log 10 1
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Absorptivity: P A P I ⁄ = 1 − P T P I ⁄ − P R P I ⁄ (5) Figure 5 . EMI shielding effectiveness of PBAT/GNP nanocomposites over (a) C-band, (b) X-band, (c) Ku-band, and (d) as a function of GNP loading at mid-range frequencies. Figure 5 shows that pure PBAT is transparent to the microwaves; even at high frequencies of Ku-band, it exhibits SE of less than 1 dB. This is due to the very low electrical conductivity (~10 −11 S/m), as well as low electromagnetic properties of pure PBAT. SET of the nanocomposites increases upon increasing GNP loading due to the enhancement of electromagnetic properties of PBAT, in particular conductivity. In Figure 5a , increasing the GNP loading up to 6 wt % gradually increases the SET to about 3.4 dB. As the GNP concentration is raised from 6 to 9 wt %, a 2 dB increment is observed in the SET, and from 9 to 12 wt %, an increment of about 3 dB is detected. The stepwise increase in the SET of the nanocomposites with 6 to 9 wt % GNPs can be attributed to the GNP electrical percolation observed in Figure 4a . However, from 12 to 15 wt %, the enhancement in SET slows down, exhibiting an improvement of only 1.35 dB over the C-band frequency range. Figure 5b demonstrates a trend similar to the one observed in Figure 5a for the SET behaviour of nanocomposites in the X-band versus GNP loading with the maximum of 14 dB at 15 wt % GNPs. The effect of GNP embedding on the total shielding effectiveness of PBAT can be clearly perceived from Figure 5d . As mentioned earlier, SE of a shielding material is dependent on the material's electromagnetic properties including electrical conductivity, electrical permittivity, and magnetic permeability, as well as the radiation frequency and the material's thickness [66] . Data reported in Figure 5 are for the same frequency range and nanocomposite thickness. Considering that graphene nanoplatelets do not have magnetic properties, the variations in the EMI SE behaviour of PBAT/GNP nanocomposites are due to the enhancement of the electrical conductivity and electrical permittivity (dielectric constant and dielectric loss) of PBAT as the GNP loading is increased. Figure 5 shows that pure PBAT is transparent to the microwaves; even at high frequencies of Ku-band, it exhibits SE of less than 1 dB. This is due to the very low electrical conductivity (~10 −11 S/m), as well as low electromagnetic properties of pure PBAT. SE T of the nanocomposites increases upon increasing GNP loading due to the enhancement of electromagnetic properties of PBAT, in particular conductivity. In Figure 5a , increasing the GNP loading up to 6 wt % gradually increases the SE T to about 3.4 dB. As the GNP concentration is raised from 6 to 9 wt %, a 2 dB increment is observed in the SE T , and from 9 to 12 wt %, an increment of about 3 dB is detected. The stepwise increase in the SE T of the nanocomposites with 6 to 9 wt % GNPs can be attributed to the GNP electrical percolation observed in Figure 4a . However, from 12 to 15 wt %, the enhancement in SE T slows down, exhibiting an improvement of only 1.35 dB over the C-band frequency range. Figure 5b demonstrates a trend similar to the one observed in Figure 5a for the SE T behaviour of nanocomposites in the X-band versus GNP loading with the maximum of 14 dB at 15 wt % GNPs. The effect of GNP embedding on the total shielding effectiveness of PBAT can be clearly perceived from Figure 5d . As mentioned earlier, SE of a shielding material is dependent on the material's electromagnetic properties including electrical conductivity, electrical permittivity, and magnetic permeability, as well as the radiation frequency and the material's thickness [66] . Data reported in Figure 5 are for the same frequency range and nanocomposite thickness. Considering that graphene nanoplatelets do not have magnetic properties, the variations in the EMI SE behaviour of PBAT/GNP nanocomposites are due to the enhancement of the electrical conductivity and electrical permittivity (dielectric constant and dielectric loss) of PBAT as the GNP loading is increased.
An interesting observation from Figure 5c is that while SE T increases with increasing GNP loading, it exhibits a decreasing trend versus frequency for highly filled nanocomposites of 12 and 15 wt %. Effects of radiation frequency and nanocomposite thickness will be discussed later on in the article. It is noteworthy to mention here that temperature can also be an important factor affecting the EMI SE of a shielding material due to the temperature dependence of the materials' electromagnetic properties. This topic has been extensively studied in references [63, 66, 67] , and different mechanisms of radiation absorption and their temperature dependence have been discussed.
The contributions of reflection and absorption mechanisms in the overall shielding performance of the PBAT/GNP nanocomposites as functions of GNP loading and frequency are depicted in Figure 6 . Transmissivity, reflectivity, and absorptivity were calculated according to Equations (3)-(5). As the GNP loading increases, reflectivity enhances, and as a result, transmissivity decreases. At mid C-band, reflectivity increases almost uniformly with increasing GNP loading up to 12 wt %, reaching a value of 0.82. However, further increase in GNP concentration from 12 to 15 wt % augments the reflectivity by only 0.05. At higher frequencies, the rate of increase in the reflectivity is markedly higher at lower GNP loadings compared to higher GNP concentrations. At mid Ku-band, reflectivity increases to 0.74 by addition of only 6 wt % GNPs, while increasing the GNP loading from 6 to 15 wt % enhances the reflectivity by just 0.13. Although enhanced, absorptivity does not show significant variations with increasing the GNP concentration (Figure 6c ). However, it is worth mentioning that the absorptivity values reported in Figure 6c are those of 1 mm thick samples. Equations (6) and (7) show the parameters affecting the amount of power reflected and absorbed by a shielding material in a simplified manner. In these equations, σ is the electrical conductivity, µ is the magnetic permeability, f is the frequency and d is the thickness of the shielding material [68, 69] . The direct relation between absorbed power and shielding material's thickness can clearly be seen in Equation (7). SE R = 39.5 + 10 log 10 σ 2πfµ (6)
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A effective = ( Absorbed power 1 − Reflected power ) In addition to the 1 mm thick samples of PBAT/GNP nanocomposites, S-parameters of samples with thicknesses of 1.5 mm and 2.8 mm were also collected over the X-band frequency range to investigate the effect of thickness on their microwave absorption potential. Effective absorbance values of these samples, calculated based on Equation 8 , are reported in Figure 7 . In contrast to the In addition to the 1 mm thick samples of PBAT/GNP nanocomposites, S-parameters of samples with thicknesses of 1.5 mm and 2.8 mm were also collected over the X-band frequency range to investigate the effect of thickness on their microwave absorption potential. Effective absorbance values of these samples, calculated based on Equation 8 , are reported in Figure 7 . In contrast to the absorptivity (Figure 6c) , which is the absolute value of the power absorbed, effective absorbance is the ratio of the power absorbed to the power which enters the sample, eliminating the effect of reflection [70] . For each PBAT/GNP composition, it is observed that A eff increases with increasing thickness. In particular, for high GNP loadings, the effect of thickness on A eff is more significant due Polymers 2018, 10, 582 9 of 15 to the higher electromagnetic properties of these nanocomposites. It is also interesting to note that when the actual power entering in the sample is taken into account rather than the incident power, even a thin sample of PBAT + 15 wt % GNPs absorbs more than 40% of the radiation. absorptivity (Figure 6c) , which is the absolute value of the power absorbed, effective absorbance is the ratio of the power absorbed to the power which enters the sample, eliminating the effect of reflection [70] . For each PBAT/GNP composition, it is observed that Aeff increases with increasing thickness. In particular, for high GNP loadings, the effect of thickness on Aeff is more significant due to the higher electromagnetic properties of these nanocomposites. It is also interesting to note that when the actual power entering in the sample is taken into account rather than the incident power, even a thin sample of PBAT + 15 wt % GNPs absorbs more than 40% of the radiation. In Figure 5 , the SET profiles of PBAT/GNP nanocomposites over the C-and X-bands do not show significant variation with frequency. On the other hand, an interesting observation in this figure is that at the higher frequencies of Ku-band, SET profiles of PBAT/GNP nanocomposites with 12 and 15 wt % show a decreasing trend with increasing frequency. In particular, SET of the nanocomposite with 15 wt % GNPs decreases markedly from 15.26 dB to 7.26 dB (almost halved) as the frequency increases from 12 GHz to 18 GHz. This behaviour can be attributed to the complicated nature of the interactions between the microwaves and the shielding material. Equations (6) and (7) show that shielding by reflection decreases with increase in the product of (fμ) while shielding by absorption increases [69] . To better understand the shielding performance of the PBAT/GNP nanocomposites with regard to the microwave frequency and sample thickness, SE behaviours of pure PBAT and its GNP nanocomposites over the X-band are depicted in Figure 8 . Considering that electromagnetic properties of materials are intensive, electrical properties of the PBAT/GNP nanocomposites [61] at mid X-band frequency were used to calculate their S-parameters over the 8.2-12.4 GHz range for a thickness range of 0-10 mm by using Equations (9)- (12) . In these equations, ω is the wave's angular frequency, c is the wave's speed in free space, µ r and εr are the magnetic permeability and electrical permittivity of the material, respectively, relative to those of free space, and d is the sample thickness [71] . The negative values of SE in Figure 8 are a result of not using the negative sign of Equation (2) .
A periodic variation in the SET behaviour of the nanocomposites with thickness is observed in Figure 8 ; at any fixed frequency, increasing the thickness results in sine-wave periodic changes in the SET with a general increasing trend for all the PBAT/GNP compositions. For the thickness, on the other hand, two different behaviours are observed in the SET. As demonstrated in Figure 8f , for a thin sample (t1), SET remains almost constant over the entire frequency range but for a thicker sample it exhibits frequency dependency. For example, for thickness t2, SET decreases (blue to green contours) with increasing frequency, while for thickness t3, SET increases (green to blue contours). Another observation from Figure 8 is that as the GNP loading increases, the wave-like behaviour of SET shows more fluctuations with smaller periods. This trend can be attributed to the higher electrical properties of the nanocomposites with greater loadings of conductive graphene nanoplatelets, leading to complicated multiple reflections of the microwave inside the sample. In general, whenever the medium in which the electromagnetic waves are travelling changes, the waves will be partially reflected back at the interface of the two media. The higher the difference between the In Figure 5 , the SE T profiles of PBAT/GNP nanocomposites over the C-and X-bands do not show significant variation with frequency. On the other hand, an interesting observation in this figure is that at the higher frequencies of Ku-band, SE T profiles of PBAT/GNP nanocomposites with 12 and 15 wt % show a decreasing trend with increasing frequency. In particular, SE T of the nanocomposite with 15 wt % GNPs decreases markedly from 15.26 dB to 7.26 dB (almost halved) as the frequency increases from 12 GHz to 18 GHz. This behaviour can be attributed to the complicated nature of the interactions between the microwaves and the shielding material. Equations (6) and (7) show that shielding by reflection decreases with increase in the product of (f µ) while shielding by absorption increases [69] . To better understand the shielding performance of the PBAT/GNP nanocomposites with regard to the microwave frequency and sample thickness, SE behaviours of pure PBAT and its GNP nanocomposites over the X-band are depicted in Figure 8 . Considering that electromagnetic properties of materials are intensive, electrical properties of the PBAT/GNP nanocomposites [61] at mid X-band frequency were used to calculate their S-parameters over the 8.2-12.4 GHz range for a thickness range of 0-10 mm by using Equations (9)- (12) . In these equations, ω is the wave's angular frequency, c is the wave's speed in free space, µ r and ε r are the magnetic permeability and electrical permittivity of the material, respectively, relative to those of free space, and d is the sample thickness [71] . The negative values of SE in Figure 8 are a result of not using the negative sign of Equation (2) .
A periodic variation in the SE T behaviour of the nanocomposites with thickness is observed in Figure 8 ; at any fixed frequency, increasing the thickness results in sine-wave periodic changes in the SE T with a general increasing trend for all the PBAT/GNP compositions. For the thickness, on the other hand, two different behaviours are observed in the SE T . As demonstrated in Figure 8f , for a thin sample (t 1 ), SE T remains almost constant over the entire frequency range but for a thicker sample it exhibits frequency dependency. For example, for thickness t 2 , SE T decreases (blue to green contours) with increasing frequency, while for thickness t 3 , SE T increases (green to blue contours). Another observation from Figure 8 is that as the GNP loading increases, the wave-like behaviour of SE T shows more fluctuations with smaller periods. This trend can be attributed to the higher electrical properties of the nanocomposites with greater loadings of conductive graphene nanoplatelets, leading to complicated multiple reflections of the microwave inside the sample. In general, whenever the medium in which the electromagnetic waves are travelling changes, the waves will be partially reflected back at the interface of the two media. The higher the difference between the electromagnetic properties of the media (impedance mismatch), the greater the reflected power. Therefore, PBAT/GNP nanocomposites with higher GNP content will have greater impedance mismatch with air. The multiple reflections can have both destructive and constructive effects on the overall shielding performance of the nanocomposites. Consequently, when the SE T is at its minimum, the multiple reflections are destructive and when the SE T is at its highest value, the multiple reflections have a constructive effect on the overall shielding performance of the shielding material [72] . 
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Conclusions
The EMI shielding capability, in C-, X-, and Ku-bands, was assessed for a set of nanocomposites composed of graphene nanoplatelets and poly(butylene adipate-co-terephthalate) matrix. SE measurements were conducted on samples with thickness of 1 mm. GNP incorporation significantly increased the electrical conductivity of the insulating polymeric matrix, resulting in enhanced SE T . The highest rate of increase in SE T was observed near the percolation threshold of GNPs. Comparison of reflectivity and absorptivity revealed that reflection played a major role in the shielding potential of nanocomposites for all three frequency ranges. The high amount of power reflected at the nanocomposites surface led to low absorptivity (below 0.05). However, by eliminating the effect of reflection by using effective absorbance, the true potential of the nanocomposites for absorbing microwaves was evaluated. At 15 wt % GNP loading, a 1-mm-thick sample attenuated more than 40% of the power entering the sample. Effective absorbance of the nanocomposites for two higher thicknesses showed a direct relation between the effective absorbance and the thickness with a 2.8-mm-thick sample having an absorbance potential of more than 80% at 15 wt % GNPs. The measurement also showed that the SE T of nanocomposites with low GNP content did not vary appreciably with changing frequency. On the other hand, SE T of highly filled nanocomposites decreased markedly with increasing frequency over Ku-band. Simulation of the SE T behaviour of the nanocomposites for the X-band frequency range as a function of thickness revealed a periodic trend in SE T . Depending on the thickness, SE T exhibited different frequency dependency trends; for thin samples, SE T almost remain unchanged while for thicker samples it demonstrated both increasing and decreasing trends with increasing frequency. 
